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July 20th, 2012 

James Lambrianidis 
Lambrian Construction Corp 
384 Washington Street 
Westwood, MA  02090 
 
 
RE: Revised submittal information for the 
 John E. Burke School Window Replacement 
 127 Birch Street, Peabody, MA 
 
 
Dear Mr. Lambrianidis, 
 
NG Environmental Contractors LLC would like to submit the following additional information needed to be 
added to the submittal information that we have already submitted for the John E. Burke School project. Please 
note, that the information was place according to the manner ATC Associates INC. laid out in their letter dated 
July 16th, 2012. Please refer to this letter to assist you in re-submitting the submittals to the proper personal 
that will review all the information needed. 
 
Response to: 
 
1.06.A.1 1.  NG Environmental Contractors has already submitted our signed certification 
 
1.06.A.3 1.a  NG Environmental Contractors is well aware that the PCB material be removed may or can  
  have ACM present. We plan on building a full containment, decontamination unit, and negative  
  air pressure to remove both PCB’s and ACM’s. Please see asbestos abatement work plan for  
  further details 
 
  1.b  NG Environmental Contractors will have our employees wear PAPR respirators with tight  
  fitting face pieces. If, personal air samples results are found to be lower than P.E.L, we will have 
  our employees switch to a half face respirators with P100 filter cartridges. 
 
  1.c  NG Environmental Contractors will conduct personal air monitoring by placing one personal  
  pump on one out of six workers inside containment. Employees wearing the personal air   
  pump/cartridge will wear them for the duration of time inside containment, up to eight (8) hours.  
  The sample will be sent to Galson laboratories to be analyzed with NIOSH Method #5503. 
 
1.06.A.6 1.  As discussed and agreed upon at the meeting held on 7-18-2012, there will be no power  
  washing, unless the paint manufacturer requires power washing for preparation of surfaces, 
 
  2.  Waste Management has stated that Model City, NY will be the landfill that they will be  
  transporting and disposing the PCB remediated waste. 
 
  3.  As discussed and agreed upon at the meeting held on 7-18-2012, NG Environmental   
  Contractors will clean all tools being used to remove PCB waste with Hexane. Any tools   
  that can’t be decontaminated will be disposed of as remediated PCB waste.  































































































600 West Cummings Park, Suite 5450 
Woburn, Massachusetts 01801 

www.atcassociates.com 
781.932.9400 

Fax 781.932.6211 
 

 
June 29, 2012 
 
 
Mr. Michael Bingley, Architect    via e-mail: mbingley@lpba.com 
LPBA/ Architects, Inc. 
214 Lincoln Street, Unit 305 
Boston, Massachusetts 02134 
 
 
RE: NG Environmental Contractors PCB Submittal Review 
 John E. Burke School Window Replacement 
 Peabody, Massachusetts 
 ATC Project No.: 060.41546.0006 
 
 
Dear Mr. Bingley: 
 
ATC Associates Inc. (ATC) has reviewed the above referenced submittal made to meet the requirements of 
Technical Specification Removal and Disposal of Polychlorinated Biphenyls Section 028433-1.06.A.-6, B 
and C for the above referenced project.  The submittal should be REVISED AND RESUBMITTED to 
address the following comments: 
 
1.06.A.1 Signed Certification 
 
1. Both abatement subcontractor and general contractor must provide this certification.  The general 

contractor’s certification needs to be submitted. 
 
1.06.A.2 Laboratory Certification 
 
1. This certification is only required if abatement subcontractor will be submitting samples for PCB 

analysis.  If they will be submitting samples for PCB analysis a signed letter from laboratory is required 
stating that analytical procedures will comply with EPA Methods 8082 and 3540C.  The submitted 
documents are their State certification for drinking water analysis and do not meet this requirement. 

 
1.06.A.3 Site-Specific HASP 
 
1. Site-specific information must be incorporated This should include, but is not limited to: 

 
a) It should compliment information in the Workplan section of the submittal; 
b) It should compliment asbestos abatement submittal and associated work practices; 
c) Specific requirements due to the presence of PCBs and asbestos within the work zone; 
d) Hazards associated with chemicals to be used during this project, including hexane, paints and 

encapsulants; 
e) Training requirements; 
f) Training documentation for workers.  Records were only provided for Roberto Peralta; 
g) Level of PPE to be used during the project and how decision to change will be made; 
h) Personal air monitoring; 
i) Chain of command: 
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j) Hospital and other emergency contact information. 
k) Posting work areas to identify as PCB and/or asbestos abatement area. . 

 
1.06.A.5 Material Product Data 
 
1. Provide additional information regarding Sikagard.   

a. Color – confirm contrasting color between top and underlying layer(s); 
b. Application method including explanation of type and number of coats that make up the 

system;  
c. Information demonstrating that the coating /paint is suitable for the substrate to be coated; and 
d. Will both Part A and Part B be used? 

2. Architect to review for color and other requirements detailed in Technical Specification 099100 
Painting. 

 
1.06.A.6 Workplan 
 
1. Describe how PCB and ACM abatement will be coordinated.  Will contractor be requesting asbestos 

clearance once ceiling tiles are removed?   
2. Can it be determined now if power washing will occur? 
3. Identify where waste dumpster will be placed and how secured.  Dumpsters must be covered; 
4. Make sure waste as outlined in this submittal agrees with asbestos submittal.  All ACM that is also a 

PCB waste must be managed as a PCB waste and cannot be transported offsite by NG.  This includes, 
and my not be limited to, interior window surround caulk and exterior window glazing.  Material that is 
solely ACM must be stored separately from PCB and PCB/ACM waste.  

5. Include cleaning of Univents; 
6. Will containment remain after windows/doors and sealants are removed?  Will both poly layers 

remain? 
7. Minerva Landfill cannot accept PCB Remediation Waste that is not part of the window/door units.  

Identify where remaining PCB Remediation Waste will taken. This includes: 
a. Interior wooden window sills in rooms 101, 108, 109, 116, 201, and 208; 
b. Exterior poured concrete window sills that might become damaged and removed during 

project; 
c. Interior and exterior wood trim in direct contact with window surround caulk; 
d. Filters and insulation associated with Univents: 
e. Brick surround in direct contact with window surround caulk, except for cafeteria and 

gymnasium areas; and 
f. Exterior window surround caulk at small gymnasium and cafeteria windows that is not adhered 

to windows. 
8. Describe how tools will be decontaminated; and 
9. Describe how PPE and containment material will be disposed of. 

 
1.06.B Waste Profile 
 
1. Waste Profile needs to be completed for Minverva and facility that PCB Remediation Waste will be 

taken to; 
2. Note that the City has no information regarding PCB TCLP results.  The contractor will need to 

generate their own date.  
 
  



NG Environmental Contractors PCB Submittal Review 
John E. Burke School Window Replacement 
June 29, 2012 
Page 3    
 
1.06.C Letter of Acceptance 
 
1. A project specific letter of acceptance is required.  The provided letter is not accepted.  
 
Corrections or comments made relative to submittals during this review do not relieve the contractor from 
compliance with the requirements of the drawings and specifications.  This check is only for review of 
general conformance with the design concept of this project and general compliance with the information 
given in contract documents.  The contractor is responsible for confirming and correlating all quantities and 
dimensions, selecting fabrication processes and techniques, coordinating his work with that of other trades 
and performing his work in a safe and satisfactory manner.  
  
Should you require any additional information, please contact me at (781) 404-1439. 
 
Respectfully submitted, 
ATC Associates Inc. 

 
Michael Gitten, LSP, PE 
Division Manager 
 
 
cc: Chris Amorelli, ATC 
 Vivian Low, Daedalus Projects 
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